
Weber develops, produces and sells 

solutions based on industrial mortars and 

construction materials for building 

construction and renovation. Its core 

product range consists of solutions for 

facade and external wall insulation, for tile 

fixing and grouting, flooring solutions and 

solutions for waterproofing and roofing.

我們專注於生產工業砂漿等建築材料產品，
包括抹灰找平，瓷磚粘結產品，地坪砂漿，技
術砂漿，天面及防水系統等。聖戈班偉伯對工
業砂漿擁有強大專業知識，致力向客戶提供
完整的解決方案，除了產品銷售，還包括售後
技術支援和培訓。

在偉伯，我們相信在建築行業最重要的是

關注人與環境

世界領先的建築材料供應商

Weber Adhesives & Sealants

weberseal

Saint-Gobain Weber (HK)

Units 801, 804-5, 8/F, Capital Centre, 

151 Gloucester Road, Wanchai, Hong Kong 

Tel.:  + 852 2866 9199

Fax.: + 852 2865 0321

info.hk@saint-gobain.com

www.hk.weber

@SaintgobainweberHK

10,000 people / 員工

64 countries / 國家

200 production units / 生產廠房

年營業額超過20億歐元
More than €2 billion annual turnover

At Weber, we believe that

what matters most in the construction

industry is to care about people
and their environment

in construction materials industry
The worldwide leader

液態釘膠 密封膠



weberseal no nail

Features and Benefit sFeatures and Benefit s

weberseal NS 105
偉伯中性密封膠 105

Usage 用途 Usage 用途

weberseal NS 105 is a one-part neutral cure sealant, with high 

performance, excellent primeless adhesion to most common 

material with multi-purpose.

偉伯中性密封膠105是一種
高性能單組分中性固化密封
膠，對多種通用材料具有優
異的粘合性而無需底漆，用
途廣範。

性能特點 性能特點

Stainless steel material

不銹鋼材質
Stainless steel material

不銹鋼材質
Window & door system

門窗
Wood

木材
Tiles

瓷磚

不能施釘的地方
地板安裝
牆身鑲嵌

Areas where nailing is not applicable

Flooring installation

Wall paneling

Water-proof after curing

Low Odor

Flexible 

Oil resistance

門窗框架與牆壁之間的密封
地腳線邊沿的密封
室內外材料密封

優異耐水性能
低氣味
有彈性
防油

Sealing between door or window 

frame and wall

Sealing skirting boards

Interior and exterior sealing

偉伯液態釘膠

weberseal no nail is a one part high strength, water based 

adhesive for bonding building materials indoor and in sheltered 

outdoor areas.

偉伯液態釘膠是一種單組分
水性的多用途建築膠粘劑，
對多種通用材料具有優異的
粘合性，用途廣範。

Glass and Mirror

玻璃和鏡
Wood

木材
Concretes & Gypsum board

混凝土和石膏板

Water based, easy to clean

Easy to extrude

High bonding strength

Flexible without cracking

Paintable

水性配方，使清潔容易
施工簡易，容易擠出
黏接力強
具柔韌性不會開裂
乾後可上漆

/ml 毫升300 /ml 毫升300


